Cift Klapeli Cek Valf

Dual Plate Check Valve

Y-=4065

Genel Ozellikler / General Specifications

Olgl / Dimensions: 2" - 10"

Calisma Sicakhigi / Working Temperature: 10 ... +120 °C (16 Bar)
Akis hassasiyeti / Flow Sensitivity: 500 GPM

Standartlar / Standards

Tasarim / Design: TS EN 16767

Flang Boyutlari / Flange Dimensions: TS EN 1092-2 (PN 16)
Testler / Tests: TS EN 12266-1

@ € (€

Ref. 2831

Sistemdeki suyun tek yonlt olarak gegisine izin verir. Basing kayiplar fazla oldugundan yangin tesisatlarinda ¢ok sayida gek valf kullanimasi
istenmez.

Permits the flow of the fluid in only one direction. Due to the amount of pressure losses the use of multiple check valves is rather not requested in
fire protection systems.
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@ Malzeme Ozellikleri Material Specifications
No Parca Adi/Part Name Malzeme/Material
1 Govde/Body GG 25 - EN GJL 250 - Pik Dékim/Cast Iron
2 Klape/Disc GGG 40 - EN GJS 400-15 - Sfero Dokum/Ductile Iron
3 Sit/Seat EPDM - NBR
4 Yay/Spring X12CrNi18 8 - AISI302 - Paslanmaz Celik/Stainless Steel
5 Mil/Stem X20Cn3 - AlSI420 - Paslanmaz Celik/Stainless Steel
6 Stop Pimi/Stop Pin X20Cn3 - AlSI420 - Paslanmaz Celik/Stainless Steel
@ Olgiiler Dimension
PN 300 psi (21 bar)
DN 50 65 80 100 125 150 200 250
@D 107 127 142 162 192 218 273 328
@d 65 80 9L 17 145 170 224 265
L 43 46 64 64 70 76 89 T4
QW 49 63 (<% 97 21 145 197 234
Kg 13 16 28 4 55 8 135 244




Cift Klapeli Cek Valf

Dual Plate Check Valve

Y-=4064

Genel Ozellikler / General Specifications
Olgl / Dimensions: 2" - 10"
Calisma Sicakhigi / Working Temperature: O ... 80 °C (16 Bar)

Standartlar / Standards

Tasarim / Design: TS EN 16767

Flang Boyutlari / Flange Dimensions: DIN EN 1092 PN10/PNT16,
AS 2129TABLE E, JIS B2212 10K, BS 10TABLE D/E

Testler / Tests: TS EN 12266-1
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Sistemdeki suyun tek yonlt olarak gegisine izin verir. Basing kayiplar fazla oldugundan yangin tesisatlarinda ¢ok sayida gek valf kullanimasi
istenmez.

Permits the flow of the fluid in only one direction. Due to the amount of pressure losses the use of multiple check valves is rather not requested in
fire protection systems.
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@ Malzeme Ozellikleri Material Specifications

No Parca Adi/Part Name Malzeme/Material
1 Govde/Body EN-GJS-450-10

2 Klape/Disc EN-GJS-450-10

3 Mil/Stem SS420

4 Yay/Spring SS304

5 Sit/Seat EPDM

@ Olgiiler Dimension

PN 300 psi (12 bar)

DN L D D1 D2
50 54 107 64 46
65 54 127 78 60
80 57 142 4 70
100 64 162 m 84
125 70 192 145 15
150 76 218 170 134
200 95 273 224 184
250 108 328 265 220




