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Sprinkler

Gizli Tip Sprinkler Seti — Concealed Sprinkler

GizLi TiP SPRINKLER

DY -54/3

Hizli Tepkimeli / Quick Response

Genel Ozellikler / Specifications
¢ Distik ve orta tehlike / Light and Ordinary Hazards
3 mmcam / 3 mm bulb

Kullanim alanlari / Usage areas

¢ Konut / House ¢ AVM / Malll

e Otel / Hotel e Yurt / Dormitory

e Hastane / Hospital e is merkezi / Trade Center

<

Asma tavan olan veya asadi yonlu pendent sprinkler kullanimi uygun olan mahallerde tercih edilir. Sadece islak sistemlerde ve dustk-orta
tehlike siniflarinda kullanilir. Konut, otel, hastane, yurt, is merkezi gibi projelerde kullanilir.

They are used in suspended ceilings where pipings is concealed. Used in places such as residences, hotels, hospitals, dormitories, shopping

mall.

K Faktér/K Factor

K5.6(80)

Dig 6lgust/Thread size

2" NPT (15 mm)

Tepkime/Response

Hizli Tepkimeli/Quick Response

Yiizey/Finishes Piring/Bross
57°C(135°F) Sprinkler, 57°C(135°F) Kapak/Cover
Stcaklik/Temperature 68°C(155°F) Sprinkler, 57°C(135°F) Kapak/Cover
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*Sertifikalar hakkinda detayl bilgi icin: www.duyarvana.com tr/sertifikalar/yangin



